


*Measuring tolerance: 0~+5W

(Do not connect Fuse in Combiner Box with two or more strings in  parallel connection)

Maximum Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

Module E�ciency(%)

530

41.31

12.83

49.30 

13.72

20.45%

535

41.47

12.90

49.45

13.79

20.65%

540

41.64

12.97

49.60

13.86

20.84%

545

41.80

13.04

49.75

13.93

21.03%

Maximum Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

567

41.77

13.58

49.67

14.39

572

41.99

13.63

49.8

14.45

578

42.24

13.69

49.93

14.50

583

42.43

13.74

50.03

14.56

Solar Cells

Cell Orientation

Module Dimensions

Weight

Glass - Glass

Encapsulant Material

Frame

J-Box

Output Cables (Including Connector)

Connector

Monocrystalline  (182mm）

144 [2 x (12 x 6) ]

2285*1134*35 mm

31.5kg

2mm-2mm (0.13 inches), High Transmission, AR Coated Heat Strengthened Glass

EVA / POE

35 mm (1.38 inches)    Anodized Aluminium Alloy 

IP68

4.0mm2 (0.006 inches2),  Length: Portrait 300mm(+)/ 300mm(-)

MC4 Compatible

NMOT(NominalModule Operating Temperature)

Temperature Coe�cient of Pmax 

Temperature Coe�cient of Voc 

Temperature Coe�cient of Isc

45℃(±2℃)

-0.35%/℃

-0.275%/℃

+0.045%/℃

-40℃~+85℃

1500V  DC (IEC)

30A

70% ± 5%

12 year Product Workmanship Warranty

30 year Power Warranty

Modules per box: 31pieces 

40‘ Container: 620 pieces

I-V Curves of PV Module (535W)

Voltage(V)

P-V Curves of PV Module (535W)

Electrical Performance (STC) 

Temperature Ratings Maximum Ratings

Bifacial Output - Backside Power Gain

Mechanical Data

Warranty Packaging 

Dimensions of PV Module (Unit: mm)

Operational Temperature

Maximum System Voltage

Maximum Overcurrent Protection 

Bifacility**         

Voltage(V)

**Bifaciality=Pmax, rear/ Rated Pmax, front

550

41.96

13.11

49.90

14.00

21.23%

589

42.67

13.79

50.21

14.63

STC: Irradiance 1000W/㎡, Cell Temperature 25℃, Air Mass AM1.5.
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CSUNPOWER
Power your clean world


